
WARNING: Proper use of this bench is for 2 persons seating only. Bench is not to be used for
standing purposes and will not function properly as a stool or step-ladder. Use on even surfaces 
only. Please ensure all bolts and screws are properly tightened before use. Bench tested for use
at weight 397 lb. (180.1kgs). Improper use of this product or failure to use as directed may result
in injury.

IFANY MISSING PARTS, DONOT RETURN THIS PRODUCT TO THE STORE.
QUESTIONS ONASSEMBLY OR MISSING PARTS CONTACT OUR
CUSTOMER SERVICE EMAIL AT llj@jiayi-gardening.net

Save these instructions for future reference. If you are assembling this unit for
someone else, give this manual to him or her to read and save for future use.

Made In China

Log Bench
Made In China

Item No. JY0915

产品图片

mailto:llj@jiayi-gardening.net


Exploded View & Hardware List

Exploded view

A. FRONT LEGS CONNECTION B1. RIGHT BACK LEG
B2. LEFT BACK LEG C1. RIGHT FRONT LEG 
C2. LEFT FRONT LEG D. FRONT-BACK LEG CONNECTION (2PCS)
E. SEAT BASE F. BACKREST
G. ARM-SEAT CONNECTION (2PCS) H1. RIGHT ARM
H2. LEFT ARM I. BACK LEG- SEAT BRACE (2PCS)

Hardware List

1.SCREW 2. Screw driver ( not provided but required)

3.5X50cm  
22pcs

展开图



Assembly Instructions

STEP1

Connect front-back leg connection (D) with right front leg (C1) and right 
back leg (B1), using 2 pcs of screws (1), follow the same way to assemble 
the other side. Then Connect front legs connection (A) with right front  
leg (C1) and left front leg (C2), using 2 pcs of screws (1). 

STEP2

Insert dowel ends of  the four legs from the assembled set of STEP1 into bottom holes
of the seat base (E), using 4 pcs of screws (1).

For easiest Assembly:
. To avoid losing any small components or hardware, assemble your product on a hard
level surface that does not have cracks or openings.
. Clear an area large enough to layout all components and hardware.
. When applicable, tighten all hardware connections by hand first. Once the step is
completed, go back and fully tighten all hardware.
. Follow all steps in order to properly assemble your product.
. The estimated assembly time is:20-25 minutes.



STEP3

Insert dowel ends of backrest (F) into the top holes of seat base (E), using 2 pcs of
screws (1).

STEP4

Insert dowel ends of the right arm (H1) into hole of backrest (F), using 1 pc of screw (1),
connect arm-seat connection (G) with the right arm (H1) and seat base (E), using 2pcs
of the screws (1), then follow the same way to assemble the left side.

STEP5
Connect back leg-seat brace (I) with right back leg (B1) and seat base (E), using 2 pcs
of screws (1), then follow the same way to assemble the other one. Make sure all the 
screws are tightly fastened  before using.


